Key Features

. 1/2.7" 1.3 Megapixel CMOS

- Lens 3.6 mm

- IR Range upto 30 meters

- Motion detection function

- Privacy masks function

- IP 66 Standard Weather Proof

SAN24130BAL

1.3 MP AHD DAY & NIGHT CCTV CAMERA

Image Sensor

Effective Pixel

1/2.7° 1.3 Mega Pixel CMOS
PAL:1280(H)x860(V) NTSC:1280(H)=960(V)

TV System

PAL/NTSC

Synchronization System

Internal

Electronic Shutter
Automatic Gain
S/N Ratio

1/53 7 1/100000s ;
AGC/ AGC + Slow shutter
>50dB (AGC OFF)

Video Output Standard

1.0Vp—p,758

Resolution
Minimum illumination
Color to Black and White

AHD 980P
Color 0.5Lux(SO0IRE,AGC ON) /W:0.01Lux(50IRE,AGC ON)

. Color /Auto
Conversion
Color to Black and White =

: y 0~ 255
Conversion Time centrol
Lens 3.6 mm
IR Range upto 30 meters
Privacy zone 17 15z0nes
Maotion detection 4 Zones
Video interface BNC

Day & Night

- - - - 12VDC>10%
ATW /PUSH/User1/ User 2/ Manual/ANTI CR/PUSH

White balance LOCK
Mirror Vertical/ Horizontal / Vertical + Horizontal fOff
DMNR High/Medium to high/Medium/Low to medium /Low/Off
Menu Optional
Contrast 0-63
S-harpnass Cl-‘ll 5
Power Supply | DC12vE10%
Power 2.0W
Operation Temperature -10C " 50T
b-pé.ratioﬁ. -Hu-m iditﬁ;' . <§0% -
Si"orage Temperaiﬁre -400C ~ +600C
207 95%

Storage Humidity

Headquater: 401, Block G, 8% buliding, shangxue Indusinial North Area, Bantian,
Longgang District. Shenzhen, China

Emazil: care@santachi.net

Web: www.santachi.net

www.santachi.net



