Key Features

- 1/2.8" 2.0 Megapixel CMOS AHD

s Lens 3.6 mm

« IR Bange upto 20 Meters

- Motion Detection Function

- Privacy Masks Function

- P 86 Standard Weather Proof

Image Sensor
Electronic Shutter
Synchronization
Signal Mode
Effective Pixel
Noise Reduction
Min. Nlumination
Lens
IR Range
Video Standard

| Video Frame Rate

| Video QOutput

" Day/Night

| Max. Transfer distance
Working Temperature
Weatherproof Standard
Power Supply

Power

12.8" 2.0 Megapixel CMOS AHD

1150( 1/40) ~1/100000sec

Internal

PALINTSC
1920( H) x1080( V)

| 2D/3D

0.02LUXF1.2( AGC ON) , OLux IR on

3.6 mm

. upte 20 Meters

. Comply with HD-AHD

. 1920=1080@25 fps, 1920x1080@30 fps
| 1.channel BNC HD-AHD video output

| Auto( ICR) /ColorBlack

MNormal 756-3 coaxial cable up to 500m

-20°C+50°C Less than 95%RH ( No condensation)

IP&&

DC12V+10%
20W

Headquater: 401, Block G, 8# buliding, shangxue Industrial North Area, Bantian,
Longgang District, Shenzhen, China

Email: care@santachi.net

Web: www._santachi.net

1/2.8”

DC Power

SAN24200BAI

2.0 MP AHD + OSD DAY & NIGHT CCTV CAMERA

@

20MpP  Day&Night

=1%,

IR Cut Filter Weatherproof
IP 66
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