Key Features

SAN13400DAZ

4.0 MP AHD Day & Night CCTV Camera

DD

40 MP

Day & Night

206

DCPower IR Cut Filter Weatherproof

1/3" CMOS Image Sensor

Resolution 4.0 MP

IR Range upto 20 meters

Lens 3.6 mm
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SPECIFICATIONS:

Sensor 1/3" Cmos
Video Resolution 40 MP
TV System PAL/NTSC

Effective Pixel

PAUNTSC : 2660*1440

Aspect Ratio

16:9

Synchronization System

Internal

Electronic Shutter

1/26 to 1/60,000 seconds

SIN Ratio

>68dB

Video Output Standard

1.0Vp-p,76Q2

Minimum lllumination

color: 0. 01Lux@ (F1.2, AGC ON), OLux with IR

Black & White: 0.001Lux@ (F1.2, AGC ON), OLux with IR

Photosensitive Resistance

1 photosensitive resistance interface, support the photosensitive
resistor input signal and image, IR-CUT, infrared lamp linkage

Day and Night Function

Support IR-CUT

Lens

3.6 mm

IR Range

16 to 20 Meters

Video interface

BNC

White balance

ATW / AWC / Indoor / Outdoor / Manual

Mirror Vertical/ Horizontal / Vertical + Horizontal /Off
DNR High/Medium/Low/Off

Menu Optional

Power DC12V£10%

Consumption bW

- |P 85 Standard Weather proof Temperature and Humidity -10 °C ~ 60 °C, humidity is less than 90% ( no condensation)

g Headquater: 401, Block G, 8# buliding, shangxue Industrial North Area, Bantian, an
Longgang District,Shenzhen, China

Email: care@santachi.net
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