SANAA4T405AY

1.4 MP AHD Day & Night CCTV Camera
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1.4 MP Day & Night
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DC Power IR Cut Filter Weatherproof

Key Features

= 1/3" 1.4 Mega Pixel CMOS AHD

+ Resolution: AHD 960P

+ 3.6mm Lens

+ IR Range up o 10 Mir,

- P66 Standard weather proof

Image Sensor
Electronic Shutter
Synchronization
Automatic Gain
Effective Pixel

SIN Ratio

Resolution

DNR

Color to Black and White Conversion

Min. lllumination

Lens

IR Range

White Balance

Video Output Standard
Video Interference
Weatherproof Standard
Power Supply

Power

Operation Temperature
Operation Humidity
Storage Temperature

Storage Humidity

antachi’

inspire the future

Specification

1/3" 1.4 Mega Pixel CMOS AHD

4/255~1/45,000s

Internal

AGC

PAL1280( H) «1024( V)  NTSC:1280( H) x1024( V)
>50dB (AGC OFF)

AHD 960P

2D/3D

Auto

0.01LUX@F1.2( AGC ON) ,0Lux IR on

3.6 mm

up to 10 Mtr.
Auto
1.0Vp-p,75Q2
BNC

P66
DC12V#10%
2.0W

10°C ~ +50°C
<90%

40°C ~ +60°C
20 ~ 95%



