Key Features

+ 1/4" 1.0 Mega Pixel CMOS AHD
» Resolution: AHD 720P

« 3.6mm Lens

+ IR Range up to 10 Mtr.
» P86 Standard weather proof

Specification

114" 1.0 Mega Pixel CMOS AHD

Image Sensor
Electronic Shutter
Synchrenization
Autematic Gain
Effective Pixel

5/N Ratio
Resolution

DNR

Coler to Black and White Corversion

Min. Hlumination
Lens

IR Range

White Balance

Video Output Standard
Video Interference
Weatherp“r.oof Standard
Power Supply

Pawer

Operation Temperature
Operation Humidity
Storage Temperature

Storage Humidity

| Acc

| PAL1280( H) «720( V) NTSC:4280( H) x720( V)
| >50dB (AGC OFF)
. AHD 720P

' 20/3D

1.0Vp-p, 7542

| 1pes ' 112.7”
DC12V+10%

| 2.0W

| 10°C ~ +50°C |
<F0%
40°C ~ +60°C

20 - 95%

SAN43100SAY

1.0 MP AHD DAY & NIGHT CCTV CAMERA

1153~~1100000s,

Internal

Auto

Color 0.5Lux( S0IREAGC ON) M:001Lux{ S0IREAGC ON)
3.6 mm

up to 10 htr.

Auto

BNC

OB

1.3 MP Day & Night

112.7"

DCPower  IRCutFilter Weatherproof

Longgang District, Shenzhen, China

Headquater: 401, Block G, 8# buliding, shangxue Industrial North Area, Bantian,
Email: care@santachi.net

Web: www.santachi.net
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