SANZ22200NBAL

2.0 MP 10X Remote Pan & Zoom Network Camera
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Key Featfures

- Image Sensor: 1/ 3" CMOS

- Resolution: 2.0 MP (1080P)

- Optical zoom: 10x

- Focus Length: 5.1-51mm

- IR Range: 30meters

- Pan Range: 160 degree

- Weather Proof Standard: P66

Image Sensor
Effective pixels
Total pixels
Output Pixel
Lens

Min. illumination
DIN

BLC

WB

SIN Ratio

Communications Protocol

Software Control
Mobile View( optional)
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Pan Speed
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Operating temperature
Operation menu

Pan position display
Auto Control IR LED

Support ambient light detection

LEDs

IR distance

Support ambient light detection

Humidity

Power
Consumption
Lightning Protection

Related validation

antachi

inspire the future

13" CMOS
1080P( 1920*1080)

2.0MP
1920*1080@30fps1920*1080@25fps

10X zoom f=51mm( W) ~ &1mm( T)
Color: 0.1Lux\  B/W: 0.01Lux / IR ON:0 Lux

IR-CUT
Auto

Auto

>60dB

TCP/IP, HTTP, FTP, RTSP, UPnP, DNS, DDNS, NTP, RTP, UDP,

IGMP,P2P,SMTP,QoS
IE, CMS, Management Platform

Android iPhone

160 degrees

30°/s

265

3 groups

Max.16 points, dwell time user selectable
Outdoor: -40°~ +60°

English

Support

PWM

IR illumination on 115 grades selectable;
Array 42Mil 4pcs

up to 30 meters

IR illumination on 1-9 grades selectable;

<96% Non Condensing
DC12V 2A

<16W

Transient voltage 6000V

IP66,CE,FCC,RoHs
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Longgang District,Shenzhen, China

’ Headquater: 401, Block G, 8# buliding, shangxue Industrial North Area, Bantian,
Email: care@santachi.net Web: www.santachi.net




